How to Flash a BIOS Update onto your EUROCOM ARX15
Laptop

Here is a step by step guide on how to flash an updated BIOS onto
your EUROCOM ARX15 Laptop. In these instruction, when your
see ENT this means select the Enter key.

1. Create a UEFI Bootable USB Key
This is a pretty simple process. Format your USB Key as Fat32. When asked
to name the key...give it a name you will remember. Once this is done copy
over the EFl info onto the key. This EFI Info can be provided to you if you do
not know how to create a bootable UEFI Key.
. Copy the BIOS Update files into the root of the USB Key
. Put the USB Key into the USB port on your notebook and re-start your
computer.
4. While the computer is re-starting push the F7 key over and over until the
computer boots into the boot menu show below
5. Find the USB Key you just created from the list. Select the USB key on the
screen and then select Enter on the bottom right
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6. You will boot into a screen with allot of text. A flashing cursor will be at the
bottom after the word Shell>

EF\ Shell version 2,70 lmmm
Current running mode 1.

Device mapping table
10 HardDisk - Allas hda3lb bil

1s1 HardDisk - Allas hdd]

PciRoot(0x0)/PciOx1, 0x\)ll>cl(0x0 0x0)/NVHe(0x1, 35-34-50-02-2C-A7~79-64) (HD(1, GPT, T3EB116E-75FB~4108-9A28-4CDOAEEADES, 0x800, 0x108800)
ic b
12 :Harddisk - Alles

PeciRoot(0x0)/PciCOx1, 011)IP:I(0:0 030) /RVHeC0x1, 35-34-50-02-2-47-79-64) /HDC2, GPT, SFFO9AB-06CA~4EC1 -0D81 -220E84FBCIF3, 0x109000, 0x32000)
ha3le bik2

PeiRoot(0x0)/Pc | (0x1, 0x1)/Pei(0x0, 0x0) /NViie(Ox1, 35-34-50-02- 2C~ﬁ7~19-64)lm(l GPY, 328BF56A-BOAD~458C-8E96-BE3SEE7S76ED, 0x143000, 0x1DCDA2000)
13 HardDIsk - Allas hdd2b bik3

1s4 *Renovable HardDisk - Allas

bk

HardDisk - Alles

PeiRoot(0x0) /Pc1(Ox1, 0x3)/PeiI{0x0, 0:2)/Pc |1 €0x4, 0x0) 1Pc 1 (0xD, oxﬂ)lm((hl 32-36-50-02-2C-A7-79-64)/HDC1, GPT, BOFD6AB2-35F4 ~4DEG “BE37-4523E6364000, 0x800, OxTDCEEA800)
“HardDisk - Alles

PeiRoot(0x0) /Pc1(0x1, 0x3)/PciC0x0, 0x0) /USB(OXD, Ox0) /HDC1, HER, Ox4E44A232, 0xB00, Ox1CD125)
hd31b fs0

PciRootOx0) /Pei(Ox1, m1)lhl(hﬂ 0x0) /e (Ox1, 36-34-50-02-2C-A7-79-84)/HDC1, GPT, 73EB1 16E-75FB-4108-9A28-ACDI4EEATESD, 0x800, 0x108800)
e 1:
MHardDisk - Allas hddle

PeciRoot(0x0) /PciOx1, ml)chl(ﬂxﬂ Ox0)/NVHe(Ox1, 35-34-50-02-2C-A7-79-64) /HD(2, GPT, SFFO49AB~060A-4EC] -9D81-220E84FBCOF 3, 0x109000, 0x32000)
HardDisk - Allas hdd2h

PeIRoot(0x0) /Pc <01, 0x1)/Pc1 (0x0, 0x0) /NVHe(Ox1, 35-34-50-02-2C-A7-79-64)/HD(4, GPT, 3288F564-B0AD-458C -8E06-BO33EETBT6ED, 0x143000, 0x1DCDA2000)
PciRoot(0x0)/Pc1(Ox1, 0x3)/Pei(0x0, M’chl((lxnl 0x0)/Pc i (0x0, 0x0) 7NV (0x1, 32-36-50-02-2C-A7-79-84)/HD(1, GPY, BCFD6AB2-35F4-4DEG-8E37-4523E5364000, 0x800, Ox1DCEE4800)
:Renovable HardDisk - Allas
PciRoot(0x0)/Pei(Ox1, 0x3) /Pc 1 (Ox0, M)Iuﬁ(m Ox0)/HDC1, MBR, 0xAE44A232, 0x800, 0x1CD1254)
HardDisk - Allas (null)
PeiRoot(Ox0)/Pei(0x1, m\)lP:I(M 0x0)/NVite(Ox]1, 35-34-50-02-2C-A7-79-64) 7HD(3, GPT, 24DEGF53-60FD~4ASF 0580 -554DFCB72A1F, 0x138000, 0x8000)
BlockDevice - Alles
Pclth(Olﬁ)chl(Gx‘ m\)ch((lllQ 0x0) /NVHe(Ox1, 35-34-50-02-2C-A7-79-64)

Blockbevice - Alles (null)

Pc\lnnl(“xﬂ)l?l:l(ﬁl‘ M)IPEIKOIV 0x2)/Pc | (0xd, 0x0) /P 1<Ox0, Ox0)/NVHe(Ox1, 32-36-50-02-2C-A7-79-64)
biks le BlockDevice - Allas (null)
Pc!mnt(ﬂxﬂ)lP:l(llu\ M)IPI:I(M 0x0) /USB(OxD, 0x0)

Press ESC In 1 seconds to skip startup.nsh, any other key to continue
shell>

In this case it is fs4

7. Type dir ENT Find the name of the last fs file in the list and note it down
8. Type fs4: ENT

bik5

PciRoot(0x0)/Pci(0x1, 0x3)/Pci(0x0, 0x0) /USB(0x0, 0x0) /HD(1, HBR, Ox4E444232, 0x800, 0x1CD1254)
:HardDisk - Allas Cnull)
blk6

PciRoot(0x0) /Pci(0x1, 0x1)/Pci(0x0, 0x0)INVHe(0x1 35-34-50-02-2C-A7-79-64) /HD(3, GPT, 24DE6F53-
:BlockDevice - Allas (null)
bik?

PciRoot(0x0)/Pci(0x1, 0x1)/Pci(0x0, 0x0) /NVHe(0x1, 35-34-50-02-2C-A7-79-64)
:BlockDevice - Allas {null)
blk8

PciRoot(0x0)/Pci(0x1, 0x3)/Pci(0xD, 0x2)/Pc i {0xd, 0x0)/Pci<0xD, 0x0) /NVHe(Ox1, 32-36-50-02-2C-A7-79-64
:Removable BlockDevice - Allas Cnull)

PciRoot(0x0)/Pci(0x1, 0x3)/Pci (0x0, 0x0) /USB(0x0, 0x0)

Press ESC in 4 seconds to skip startup.nsh, any other key to continue.
Shell> fsd:

fsi:




9. Type dir ENT This will display all the files in the directory. Find the file that
contains the new BIOS. In this case it is 0707-EURO

10.Type cd 0707-EURO ENT to go into the 0707-EURO directory

4 seconds to skip startup,nsh, any other key to continue.
Shell> fsd: '

fsd:\> dir
Directory of: fs4:\

11704720  10:50a <DIR>
08726720 03:55p 4,326 BOOTEX.LOG
1715719 06:33a 372,763 e
03717720 12:08a <DIR> 8,192 07

2 File(s) 377,089 bytes
2 Dir{s) :

8,192 EFy

Ts4:3> cd 0707-euro,

11.Type 1° flash ENT

: 92 ZI_T1ash, ns;
0711718 02:52a 445,088 H20SDE-Sx64, ef|
10/16/20 03:00a 19,059,582 NH50Ax_O7RTR, efi
10716720 03:00a 20,042,097 NH50Ax_O7RTR1. exe
03117720 12:08a

37 H20SDE-S, log
10729120 04:13p

12,535, 751 0707-EURo, Zip
T File(s) 52, 082, 664 bytes
2 Dir(s)

Ts4:\0707-EURG> 1st_fI ash_
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12.The computer will load some files and then shut down.

Insyde H20FFT (Flash Firmware Tool) Version 2.00. 06. 00
Copyright {C> 2000-2019 Insyde Software Corp. All Rights Reserved.

Loading New BI0S Image: Done

Current BI0S Hodel Nane: NHS50Ax
New B10S Hodel Name: NH50Ax
Current BIOS Version: 1.07.04RTR3
New B10$ Version: 1.07,07RTR1

Start B

13.Re-stat the computer and hit F7 over and over again like above.
14. Follow steps 6 through 9 again...

15. This time Type 2"-flash Enter

BPTor0 03 008 19,059,582  NH50AX_O7RTR]. efi
— 10/16/20 03:00a

20,042,097 NH50Ax_O7RTRI. exe
\ 03117120 12:08a 37 H20SDE-S. log
10729120 04:13p 12,535, 751 0707-EURO. zip
T File(s) 52,082,664 bytes
2 Dirds)

$s4:\0707-EURD> 2nd_flash

16. After writing files the computer will return to the previous screen



7 File(s) 52,082, 664 bytes
2 Dir(s)

Ts4:\0707-EURO> 2nd_flash

2nd_flash> H20SDE-Sx64. efl ~SM EUROCOM
Insyde H20SDE(SHMB10S Data
Copyright{c) 2012-2018

~SP Nightsky ARX15 -BH EUROCOH
Editor) Version 200, 00. 00, 02

» Insyde Software Corp. All Rights Reserved.

Write System'manufacturer(I.4): "EUROCOH"

Write system product(1,5): "Nightsky ARX15"
Write baseboard manufacturer(2,4): "EUROCOMH"

Ts4:\0707-EURD> _

17. From here select Control/Alt/Del and re-start your notebook.

Your BIOS Update is complete!



