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Removing the System Memory (RAM) from Under the Keyboard
four DDR III (DDR3)

four SO-DIMMs are only supported by Quad-Core CPUs Dual-Core CPUs support two SO-DIMMs maxi-
mum.

Two primary memory sockets are located under component bay cover (the bottom case cover), and two secondary
memory sockets are located under the keyboard If you are installing only two RAM modules then they should be in-
stalled in the primary memory sockets under the component bay cover.

Memory Upgrade Process
1. Turn off the computer, and turn it over, remove the battery (page 2 - 5).
2. Turn the computer over . Use the small tool provided to carefully pull out the top cover module at point  & .
3. Remove the top cover module  (Figure 12b).
4. Remove screws  -  from the keyboard (Figure 12c).
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a. Pull up the top cover
module.

b. Remove the top
cover module.

c. Remove the screws.
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Removing the Wireless LAN Module
1. Turn off the computer, remove the battery (page 2 - 5) and the keyboard (page 2 - 16)
2. The Wireless LAN module will be visible at point  under the keyboard (Figure 17a).
3. Carefully disconnect cables  - , then remove screw   from the module socket (Figure 17b).
4. The Wireless LAN module  will pop-up (Figure 17c).
5. Lift the Wireless LAN module (Figure 17d) up and off the computer.

Figure 17
Wireless LAN 

Module Removal

a. The Wireless LAN mod-
ule will be visible at point

 under the keyboard
b. Disconnect the cables

and remove the screw.
c. The WLAN module will

pop up.
d. Lift the WLAN module

out.
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